
Dimensions

Specification

XM5010MR-7.5

Xmotor Multi-Rotor XM5010MR
7.5T

XM5010MR
9 TURNS

480
114
50
31

4.0, 6.0
25/25
24, 28

0.8
79
230
28
418

18AWG, 600mm
XC-401-MR

4S, 15x5
2.6
3.8

390
114
50
31

4.0, 6.0
25/25
24, 28
0.55
92
305
25

555 
18AWG, 600mm

XC-401-MR
6S, 15x5

3.4
5.1

Motor @ Maximum , 14.8V (4S Lipo)

Propeller
螺旋桨

APC 12×5.5MR
 APC 13×5.5MR
 APC 14×5.5MR

MRP 15×5.5
MRP 16×5.5

Thrust
拉力

1114g
1358g
1615g
1876g
2137g

Ampere
电流

10.97
14.14
17.77
21.83
26.23

Watt
功率

160.9
206.8
259.3
317.4
380.0

g/W
效率

6.93
6.57
6.2
5.9
5.6

RPM
转速

6427
6293
6139
5967
5781

Efficiency (%)
最大螺距时马达效率

84.9
85.5
85.2
84.1
82.5

Motor @ Maximum , 22.2V (6S Lipo)

Propeller
螺旋桨

APC 14×5.5MR
MRP 13×4

MRP 12×4.5
APC 11×4.5MR
APC 10×5.5MR

Thrust
拉力

2512g
1607g
1453g
1154g
1073g

Ampere
电流

22.81
14.04
11.91
8.97
7.75

Watt
功率

498
308.5
262.1
197.9
171.2

g/W
效率

5.04
5.21
5.5
5.8
6.3

RPM
转速

7657
8025
8114
8237
8288

Efficiency (%)
最大螺距时马达效率

86.1
86.4
85.7
83.5
81.8

XM5010MR-9

① el.Power [in 2W]
②Efficiency [%]
③max. Revolutions [in 100rpm]
④waste Power[W]
⑤Motor Case Temp. [°C]
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① el.Power [in 2W]
②Efficiency [%]
③max. Revolutions [in 100rpm]
④waste Power[W]
⑤Motor Case Temp. [°C]

XM5010MR
11 TURN

320
114
50
31

4.0, 6.0
25/25
24, 28

0.4
110
285
23
515

18AWG, 600mm
XC-401-MR

6S, 15x5
3.2
4.7

31,5(5010MR)

4-
M3
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Motor Characteristics
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Motor Characteristics
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① el.Power [in 2W]
②Efficiency [%]
③max. Revolutions [in 100rpm]
④waste Power[W]
⑤Motor Case Temp. [°C]
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Motor @ Maximum , 22.2V (6S Lipo)

Propeller
螺旋桨

APC 12×5.5MR
APC 13×5.5MR
APC 14×5.5MR

MRP 15×5.5
MRP 16×5.5

Thrust
拉力

1211g
1494g
1801g
2125g
2460g

Ampere
电流

8.07
10.54
13.45
16.79
20.52

Watt
功率

178.1
232.2
295.7
368.1
448.7

g/W
效率

6.8
6.44
6.1
5.8
5.5

RPM
转速

6698
6600
6484
6351
6202

Efficiency (%)
最大螺距时马达效率

86.9
88

88.2
87.7
86.7

14.07A

14.63V

6295rpm

205.8W

176W

85.5%

16.71A

21.93V

7913rpm

366.4W

317.8W

86.7%

12.31A

22V

6529rpm

270.7W

238.9W

88.2%

 Propeller：APC 14×5.5MR

 Propeller：MRP 13×4MR 

 Propeller：MRP 15×5.5MR

M
6
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RPM/V(KV值)                                    (KV)
Weight w/o wires(重量)                      (g)
Diameter(直径)                               (mm)
Length(长度)                                   (mm)
Diameter of Shaft(轴径)                  (mm)
Mounting holes pitch(安装孔距)      (mm)
Slots,Poles(极数)

Idle Current(空载电流)         (Io) @10V(A)
Resistance(内阻)                   (Ri)(mOhm)
Cruising power(巡航功率)      (W)[8 mins]
Bursts current(最大电流)              (A)[15s]
Peak power(峰值功率)                (W)[15s]
Input wire(输入线)

Recommended ESC(推荐调速器)

Setup 1(配置1)           (No. of Cell, Prop.)
Weight of quad-copter(4轴重量)       (kg)
Weight of hex-copter(六轴重量)        (kg)

Motor @ Optimum Efficiency
最佳效率

Current(电流):

Voltage(电压):

Revolutions(转速):

Electric Power(输入功率):

Mech. Power(输出功率):

Efficiency(效率):

Motor @ Optimum Efficiency
最佳效率

Current(电流):

Voltage(电压):

Revolutions(转速):

Electric Power(输入功率):

Mech. Power(输出功率):

Efficiency(效率):

Motor @ Optimum Efficiency
最佳效率

Current(电流):

Voltage(电压):

Revolutions(转速):

Electric Power(输入功率):

Mech. Power(输出功率):

Efficiency(效率):


